
   
 

 User Manual  
Version 1.0 

 
 
 
 
 
 

 
Auto Stop  Shock Pro  

Suspension Meter 

Product to be used with AutoTest Workshop Pro 10 
 
 

 
 
 

  



 
AutoStop Shock Pro User Manual Version 1.0                                                             Page 2 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 
 

 
 
 
DECLARATION OF CONFORMITY 
We, Auto Test Products Pty Ltd. declare under our sole responsibility that the product is in conformity with the provisions of the 
following Council Directive: 1999/5/EC. 
A copy of the Declaration of Conformity is available from http://www.autotest.net.au 
 
© AutoTest Products Pty Ltd (AutoTest) [2025]. 
 
Copyright in the drawings, information and data recorded in this document (the information) is the property of AutoTest Products. 
This document and the information are solely for the use of the authorised recipient and this document may not be used, copied, 
or reproduced in whole or part for any purpose other than that for which it was supplied by AutoTest Products. AutoTest Products 
makes no representation, undertakes no duty, and accepts no responsibility to any third party who may use or rely upon this 
document or the information. 
 
Under no circumstances shall AutoTest Products be responsible for any loss of data or income or any special, 
incidental, consequential or indirect damages howsoever caused. The contents of this document are provided "as is". Except as 
required by applicable law, no warranties of any kind, either express or implied, including, but not limited to, the implied warranties 
of merchantability and fitness for a particular purpose, are made in relation to the accuracy, reliability or contents of this document. 
AutoTest Products reserves the right to revise this document or withdraw it at any time without prior notice. 
 
Please dispose of batteries properly. 

 

http://www.autotest.net.au/
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1. FOR YOUR SAFETY 

Read these simple guidelines. Not following them may be dangerous. Read the 
complete user guide. Further detailed information is given in this manual. 

 

SWITCH ON SAFELY 
Do not switch the device on when wireless device use is prohibited or when 
it may cause interference or danger. 

 

SWITCH OFF WHEN REFUELING 

Do not use the device at a refuelling point. Do not use near fuel or chemicals. 
 
SWITCH OFF NEAR BLASTING  
Follow any restrictions. Do not use the device where blasting is in progress. 
 
 
USE SENSIBLY 
Use only in the positions as explained in the product documentation.  
  

 
QUALIFIED SERVICE 
Only qualified personnel may install or repair this product. 
 
 
ACCESSORIES AND BATTERIES  
Use only approved accessories and batteries. Do not connect incompatible 
products. 
 
 
WATER-RESISTANCE 
Your device is not water-resistant. Keep it dry. 
 
 
CONNECTING TO OTHER DEVICES 
 When connecting to any other device, read its user's guide for detailed 
safety instructions. Do not connect incompatible products. 
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2. UNPACKING AND FIRST TIME USE  

 

 

 

 

 

 

 

 

 

 

 

 

Thank you for choosing the AutoTest® Shock Pro . Please read this User Manual carefully 
before using your Shock Pro device to ensure correct operation and to maintain warranty 
coverage. Misuse or incorrect handling of the unit may void your warranty. Be sure to keep the 
original packaging, as the device must be recalibrated periodically and may need safe 
transport. 

Please complete the warranty registration card and post it to AUTOTEST Products Pty Ltd, 
alternatively visit our website www.autotest.net.au and complete your warranty registration 
online. Your warranty registration ensures that you are kept up to date on any software or 
hardware changes to your AUTOTEST® AutoStop® Shock Pro Sensor. It also helps to provide 
faster services. 
 
The Shock Pro system consists of two components: the Shock Pro and the Shock Pro App. 
Together, they allow you to perform fast, accurate suspension rebound testing directly on the 
vehicle. The Shock Pro sensor is a compact, wireless device designed to measure suspension 
performance while the vehicle is in motion. It transmits real-time data to the Shock Pro App 
via Bluetooth. 
  
The Shock Pro App is used to initiate tests, record results, and manage data. It comes pre-
installed on the Workshop Pro tablet, which is required to run the Shock Pro system. All test 
results are stored and can be reviewed directly through the app interface. 
 
The packing box of your AutoStop® Shock Pro should contain the following: 
1. AutoStop® Shock Pro (hand-held unit) attached with the suction cup 
2. User Manual on AutoTest® USB 
3. Calibration Certificate 
4. Warranty Registration Card 

  

http://www.autotest.net.au/
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3. Shock Pro LED State Table  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 1 

 

LED State Table  

ON Bluetooth ( ) Charger ( ) 

Solid GREEN READY Solid GREEN CONNECTED Solid RED CHARGING 

Solid ORANGE NOT READY 
GREEN 

Slow Flashing 
READY TO 
CONNECT 

  

Solid RED CONTACT US     

RED 

Fast Flashing 

Refer to Shock 

Pro App for Error  
    

 

If an issue arises: 

¶ Solid RED = contact AutoTest support. 

¶ Fast Flashing RED = refer to the Shock Pro App  for more detailed error information. 

¶ Fast Flashing  RED & 1s long beep  = Battery very Low and will turn off soon, 
please charge Shock Pro. 

¶ Fast Flashing RED & fast beep  = Battery overheating, please remove charging cable. 
 

 Note:  Ensure the device is fully charged before testing.  

Before using the Shock Pro, ensure the device is charged by connecting it to the 
charger. A Solid  RED light next to the charger icon indicates that the device is currently 
charging . 
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4. OPERATION 

4.1 Shock Pro App License Activation  

 
4.1.1 When Purchased with Workshop Pro  
 

If you purchased the Shock Pro with a Workshop Pro 10 tablet, do the following to activate 

your Shock Pro license:  

 

1. Open the Workshop Manager app that came pre-installed with the Workshop Pro 10 

tablet.  

 

2. The Workshop Manager app will show you the things that you need to activate your 

license. Press on the Next button 3 times. After the 3rd time, the button will become a 

Start button. Press on it to move to the Initial Verification page.  
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3. In the Initial Verification Page, press on the Start button. Wait for the Workshop 

Manager app to finish verification. During the process, the Workshop Manager app 

may ask you to confirm the serial number.  
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4. A popup will show be shown saying that you have been granted a 12-month license for 

an AutoTest Android app. Please choose the Shock Pro option. Choosing other options 

will render the Shock Pro app unlicensed and testing functionality will be disabled. 

Once done, press OK on the prompt.  

 

 

 

You will need to enter the serial number of your Shock Pro as part of the verification 

process. Please refer to your Shock Pro for the serial number. 
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5. At this point, if you got all 3 checks, press Start. You now have a 12-month license for 

the AutoTest ShockPro app. 

 

 
 

6.  Since this the first time that you have opened the Workshop Manager app, you will 

need to register your details under your Shock Proôs Serial Number. Enter the following 

details: 

 

¶ First Name 

¶ Last Name 

¶ Company Name 

¶ Email ï You need to enter a valid email address as you will need the 4-digit 

code that will be sent to this email address. 

¶ Mobile Number 

¶ Billing Address 

¶ City 

¶ Post Code 

¶ ABN 
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Once done, press the Submit button. 

7. By this point, an email has been sent to your nominated email address with a 4-digit 
code. Enter the 4-digit code and then press the Submit button. 

 

If you have entered the correct 4-digit code, you will be taken to the home page of the 
Workshop Manager app. Otherwise, enter the correct 4-digit code. 
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8. To verify your AutoTest ShockPro license, press on Settings in the home page of the 

Workshop Manager app. Inside Settings, press on View Licenses.  

 

 
 

Under View Licenses, you will see your licenses and their expiry dates. 
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4.1.2 When Shock Pro is Purchased Separately  
 
If you purchased the Shock Pro separately, do the following to purchase a license for the 
Shock Pro app:  
  

1. Open the Workshop Manger app on your Workshop Pro 10 tablet. Once you are in the 
Home page of the Workshop Manager app, press on Purchase License.  
 

 
 

2. Verify your details. Once done, press Next. 
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3. To purchase the Shock Pro license, choose AutoShockPro option. 
 

 
 

4. The pricing for the Shock Pro license is as follows:  
 

¶ ShockPro license only (Base License) - $120 + GST (good for 12 

months) 

¶ ShockPro License when having other licenses for AutoTest apps 

(BrakePro, LightPro, GasPro, SmokePro) - $30 + GST (until the expiry 

date of the Base License) 

 

NOTE: You can also purchase license for the other Autotest apps as well in one 

transaction. The price of an additional license for another Autotest app is also 

$30 + GST. 

  



 
AutoStop Shock Pro User Manual Version 1.0                                                             Page 16 

 

5. When pressing the Next button, enter the Serial Number of your Shock Pro on 
the pop-up prompt. The Workshop Manager app will verify the serial number. 
Once confirmed, you will move on to the next step. Otherwise, make sure that 
you entered the correct serial number of your Shock Pro.  
 

 
 

6. At this point, enter your card details. The price is also updated to incorporate 
GST as well. Once you enter the required details, press the Complete Payment 
Button. Wait for the transaction to complete. Once the transaction is successful, 
a Thank You message will be shown. Otherwise, an error code, along with the 
error message will be shown. 
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7. To verify your AutoTest ShockPro license, press on Settings in the home page 
of the Workshop Manager app. Inside Settings, press on View Licenses.  
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Under View Licenses, you will see your licenses and their expiry dates. 
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4.2 Set Up Shock Pro on Workshop Pro  

 
4.2.1 Bluetooth Pairing for Shock Pro  
 
If you purchased the Shock Pro together with a Workshop Pro 10 tablet, they should 
be paired together out of the box.  
 
If you have purchased the Shock Pro separately, or the Shock Pro is not shown in the 
Shock Pro app, do the following:  
 

1. Open the Shock Pro app and press on Settings. 
 

 
 
Alternatively, you can also press the Connect Shock Pro button. 
 

 



 
AutoStop Shock Pro User Manual Version 1.0                                                             Page 20 

 

 
2. You will be taken to the Paired Device Setting. Since there is no Shock Pro 

device paired with your Workshop Pro 10 tablet, you can press on the Bluetooth 
Settings Button to go the System Bluetooth Settings. 
 

 
 
Alternatively, swipe down from the top of the screen to show the Quick Settings. 
Open the Bluetooth settings on your Workshop Pro 10 tablet by long pressing 
Bluetooth. 
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3. Turn on your Shock Pro. Wait for the beeping sound before attempting to 
connect to it.  
 

4. On your Workshop Pro 10 tablet, press on Pair new device. This will search for 
all the Bluetooth devices near you. 
 

 
 

5. Wait for the Available devices list to populate. Your Shock Pro should show up 
as SHOCK##### (##### is for the serial number of your Shock Pro). 
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6. Press on SHOCK##### Bluetooth device. Press on Pair on the succeeding 
prompts. If it requires a PIN code, enter ñ0000ò. You will know that the Shock 
Pro has been paired when it is moved in the Previously connected devices list. 
At this point, the Shock Pro should now appear in the Shock Pro app. 
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4.2.2 Activating Shock Pro  for First Use  
 
Once Shock Pro has been paired, it will need to be activated to be used for testing.  
To activate Shock Pro, follow the steps below:  
 
1. Open the AutoTest Shock Pro app, and press Settings. This will take you to the Paired 

Devices setting.  
 

 
2. Press on the Connect Now button under your Shock Pro. This will initiate the 

communication between the Shock Pro and the Workshop Pro 10 tablet.  
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3. If the Shock Pro app has not been activated, a prompt will show up asking you to activate 
the Shock Pro. Press on Activate to activate the Shock Pro  
 

 
 
NOTE: You cannot perform a test unless the Shock Pro is not activated.  
 
Wait for the Shock Pro to be activated. Once done, a successful prompt will be shown. 
You can now use the Shock Pro for testing. 
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4.2.3 Running a Test  

NOTE: To be able to conduct a test, the following conditions must be satisfied: 

¶ Shock Pro is connected to the Workshop Pro 10 tablet  

¶ A valid license for AutoTest Shock Pro app  

¶ Calibration data of the Shock Pro is still valid 

 To perform a test, do the following:  

1. Open the AutoTest Shock Pro app, and press Settings. This will take you to the Paired 
Devices setting. 
 

 
 

2. Press on the Connect Now button under your Shock Pro. This will initiate the 
communication between the Shock Pro and the Workshop Pro 10 tablet.  
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Once connected, you will see an indication that confirms the ShockPro is connected 
along with the battery level. 
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3. Press on Back to Home button to go back to the Home page. Press on the Start Test 
button to start a test. If all the conditions are satisfied, then you will be allowed to 
conduct a test. Otherwise, popup warnings will be shown.  
 

 
 

4. A popup will be shown asking if the vehicle has been driven for 5 minutes in the last 
30 minutes.  
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If the answer is No, another popup will be shown asking if you want to proceed as this 
will affect the test results. If you want to proceed, press Yes.  
 

 
 

 
 
Once done, enter the following details: 
 

¶ Customer Name (First Name and Last Name)  

¶ Vehicle Rego  

¶ Examiner ID  

¶ Vehicle Type (2-Wheel, 4-Wheel) 

¶ Vehicle Chassis Type (if Reference Mode is enabled) 
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5. If Reference Mode is enabled in the settings, Vehicle Chassis Type (Soft, Normal, 
Hard, Manufacturer-Defined) will show up.  

 

Figure 2 - If Reference Mode is disabled  

 

Figure 3 - If Reference Mode is enabled  
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6. If the Vehicle Chassis Type is set to Manufacturer-Defined, the Front Axle and Rear 
Axle value selection will show up.  
 

 
 

 
NOTE: All fields are required.  
 

7. Once done, press the Next button. A popup dialog will be shown confirming the details 
of the test. Once the details are correct, press the Start Test button. Otherwise, press 
the Edit Details button and make corrections. 
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8. Choose the wheel you want to test. If you are testing a 4-Wheel vehicle, you can switch 
to the front or rear wheels by pressing on the wheel switch toggle. Once done, press 
Next button. 
 

 

Figure 4 ï Front Wheel Selection for a 4 -Wheel test  

 

Figure 5 - Rear Wheel Selection for a 4 -Wheel test  
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Figure 6 ï Selection for 2 -Wheel test  

 
9. Test instructions will be shown on screen. You must follow the test setup instructions 

before conducting a test. Once the Shock Pro has been setup correctly by placing it on 
top of the chosen wheel, press on the Start button.  
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10. At this point, follow the on-screen instructions. Once the instruction is set to Drive, 
accelerate the vehicle. The Shock Pro would start sampling for data points. Once the 
Shock Pro has all the required sample data points, it will start calculating for results. 
After calculating the results, the results will be shown on the Workshop Pro 10 tablet. 
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11. Once the results are shown on the Workshop Pro 10 tablet, you have the following 

options: 
 

¶ Redo Test ï A dialog popup will be shown confirming to redo the test. Pressing the 
Redo Test button will discard the current test results and takes you back to the 
Wheel Selection page. 
 

 

  






















































